
AddSecure
 
ENC-2 + ENC-2A

enclosure

AddSecure has designed a dedicated enclosure for the IRIS-4 terminals used in 
installations that need to comply with the EN50131 or EN54-21 CPR installation regulations. 
The reference of this enclosure is ENC-2.
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FEATURE 160 400 420 440 620 640

Fire retardant enclosure ● - - - - -
Battery backup >15h - - - - -
Touch screen - ● ● ● - -
Ethernet ports 1 - 2 2 1 1
WiFi ● - - - - -

2/3/4G ● ● - ● - ●
Dial Capture ● ● ● ● - -

Relays 3 4 4 4 4 4

Inputs (pins) 4 4 standard + 12 with
add-on expansion board
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Serial RS485 ● ● ● ● ● ●
Serial TTL ● ● ● ● ● ●
RS232 (basic) ● 1x full or 2x basic 2x basic

SMS text messaging ● ● - ● - ●
Multi language menus ● ● ● ● ● ●
VoIP & SIP services ● ● ● ● ● ●
CAN bus - ● ● ● - -
EN54-21 CPR Fire approved - ● ● ● - -

ENC-2 

Dimensions:

• Height: 251.4mm
• Width: 250mm
• Depth: 80.7mm
Material:

• Sheet steel #0.7

Colour:
• RAL9003 (White)
Included:

• Lid and back tamper switches
• Coinlock
• Resistors (15K + 4K7)

ENC-2A

ENC-2 including antenna + mounting bracket
Supports 2G/3G/4G, 3.8GHz 5G, 700 & 800MHz & 868 & 915MHz
2 meter antenna lead
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